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Safety Instructions

Please read these operating instructions carefully before using the device for the first
time and keep them for future reference. This manual contains important safety
information that must be followed.

The manufacturer is not responsible for any damage caused by failure to follow
these safety instructions ar by improper use of the device.

Handle all components with care to avoid damage.
The level meter is intended for indicative measurement of the water level only.
The level meter is not designed to protect the pump.

Thank you for the trust you have placed in us by purchasing our product.
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Package Contents

By purchasing the SW1+S1 level meter set, you receive all components required for
proper and easy installation.

1. User Manual: 1pc
2. SW1 Unit: 1pc

3. 51 Probe: 1pc

4. Probe Holder: 1pc
5. Installation Kit: 1pc
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Technical Specifications

PACKAGING

Package Width: 30cm

Package Depth: 30cm

Package Height: 15cm

Material: Cardboard

Storage Temperature: 0°C to 30°C

SW1 UNIT

Dimensions width: 118mm
Dimensions Depth: 54mm
Dimensions Height: 78mm

LCD width: 64mm

LCD Height: 14mm

LCD Backlight: Yes

Housing Material: Plastic (ABS)

Power Supply: 9V Battery (6F22)
Battery Life: >2 years (under normal operation)
Operating Temperature: -10°C to 40°C
Protection Rating: IP65

S1 PROBE

Diameter: 28mm

Length: 150mm

Measuring Range: 0-40m
Resolution: 0.1m

Accuracy: £0.3m

Cable Length: 45m

Cable Diameter: 3.6mm

Operating Temperature: 0°C to 30°C
Material: Stainless Steel
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Preparation

If you are installing the level meter in an existing borehole or well, the piping system must
be dismantled, and the pump must be removed.Follow all applicable hygiene regulations.

Calibration

Most electronic components are affected by temperature, and the S1 probe is also
influenced by atmospheric pressure and altitude. Therefore, calibration must be
performed hefore installation. Perform the calibration immediately before installation.
Avoid calibrating in freezing conditions or in direct sunlight. Before calibration, immerse
the probe in water for approximately 5 minutes to allow the temperature to stabilize.
Keep the probe out of water during calibration.

1. Remove the front cover of the SW1 unit.

2. Connect the S1 probe.

3. Turn on the unit by pressing the red button.

4. Press and hold the calibration button until “Calibration: OK” appears on the LCD.
5. Reinstall the front cover of the SW1 unit.

The calibration process can only be started during the unit test mode and can be
interrupted at any time by releasing the calibration button. Do not touch the display,

as this may cause damage. Prevent dirt and moisture from entering the unit. Ensure that
the seal is properly in place. The ends of the seal must overlap by approximately 5 mm.

Tighten the cover screws carefully to avoid damaging the thread/
D. 4 d ‘”i
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Installation of the SW1 Unit

1. Remove the front cover of the SW1 unit.
2. Mount the unit using the supplied screws and wall plugs.
3. Reinstall the front cover of the SW1 unit.

Do not touch the display, as this may cause damage.

Prevent dirt and moisture from entering the unit.

Ensure that the seal is properly in place. The ends of the seal must overlap by
approximately 5Smm. Tighten the cover screws carefully to avoid damaging the threads.
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Installation of the S1 Probe

If your pump is equipped with a protection sensor, position the S1 probe next to it or
slightly above it. If the pump is not equipped with a protection sensor, position the
S1 probe approximately 1m above the pump.

1. Secure the plastic holder to the pump pipe using four cable ties.

2. Insert the S1 probe into the holder so that the thin tube points downward and
the cable points toward the water level.

3. Secure the S1 probe using three cable ties.

4. Fasten the S1 probe cable to the pump pipe at approximately 2m intervals using
cable ties. The cable must not be under tension. Plastic pipes may extend over
time due to the weight of the pump.

Ensure that the S1 probe is securely fixed in place. When inserting the system into the

borehole, follow all hygiene regulations and handle the components with care to avoid
damage. Connect the S1 probe cable to the SW1 unit. Tighten the connector nut carefully.

1. 2. 3. 4 1
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Operation

To switch on the level meter, press the red button. After a short self-test, the display
shows the current water level and the remaining battery capacity. The unit switches

off automatically after approximately 15 seconds.
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Maintenance

The level meter does not require any special maintenance.
Clean the SW1 unit occasionally with a damp cloth.

Do not use chemical or abrasive cleaners.

Troubleshooting

Problem:

Solution:

The level meter does not switch on.

Check the battery.

Error during probe test.
Error during measurement.

Condensation inside the SW1 unit.

Package contents are incomplete
or do not match the description.

Check the probe connection and cable.
Check the probe connection and cable.

Remove the front cover and allow unit
to dry in a warm place. Check the seal.

Contact us: )
www.smartinventions.cz/kontakt/
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Battery Replacement

The battery life under normal operation exceeds 2 years. If the battery is depleted,
it must be replaced.

. Remove the front cover of the SW1 unit.

. Loosen the screws of the cover panel.

. Remove the cover panel.

. Replace the battery. Observe correct polarity. Use only alkaline batteries.
. Reinstall the cover panel.

. Reinstall the front cover of the SW1 unit.

O U B W N

Do not touch the display, as this may cause damage.

Prevent dirt and moisture from entering the unit.

Ensure that the seal is properly in place.

The ends of the seal must overlap by approximately 5mm.
Tighten the cover screws carefully to avoid damaging the threads.
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Disposal

Do not dispose of the device in household waste. This product is
subject to European Directive 2012/19/EU on Waste Electrical
and Electronic Equipment (WEEE).

Dispose of the device through an authorised waste disposal company
or at your local collection point. Comply with all applicable regulations.
B fin doubt, contact your local collection facility for further information.

www.smartwell.cz



